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LOUVERED BACKPLATE DETAIL

SEE STD DWG SL 5.

SIGNAL POLE MOUNT

NEAR SIDE SIGNAL HEAD

NOTES:

1.

USE VISORS FOR TRAFFIC SIGNALS THAT ARE TUNNEL
TYPE 12"x 12" AND YELLOW IN COLOR.

PROVIDE BRONZE FITTINGS AND GALVANIZED STEEL
PIPE FITTINGS FOR POLE TOP MOUNT.

LOCATE TERMINAL BLOCK IN TOP SECTION FOR TYPE I,
II. AND IIT SIGNAL HEADS. REFER TO STD DWG SL 2
FOR WIRE PATH AND TERMINAL BLOCK LOCATIONS FOR
TYPE V SIGNAL HEAD.

INSTALL TYPE V SIGNAL ASSEMBLIES SO THAT
HINGED SIGNAL FACES SWING OPEN TO THE GOUTSIDE.

ORIENT ALL LED LENSES FOR TOP UPWARD AL IGNMENT.

SEE STD DWG SL 2 FOR
TRAFFIC SIGNAL HEAD
BRACKET DETAILS
—
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TRAFFIC SIGNAL POLE
SEE STD DWG SL 5 / SIGNAL POLE
FIELD DRILL
117" DIA.
WIRING HOLE
POLE TOP MOUNTED TERMINAL COLLAR >
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REVISIONS

ENTIRE DRAWING MODIFIED.
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